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Abstract 
 

Structural topology optimization is a key method for designing lightweight and efficient components, 

particularly in additive manufacturing. In aerospace and automotive engineering applications, where 

components bear dynamic loads, it is crucial to account for natural frequencies and weight reduction. 

Traditional optimization methods often require labour-intensive manual setup, especially for tuning input 

parameters that influence the algorithm's performance and convergence. Machine learning offers an 

alternative, streamlining this process and reducing reliance on trial-and-error adjustments. 

This study introduces a machine learning-based framework to optimize input parameters—such as 

evolutionary rates and mesh dimensions—while ensuring the creation of lightweight, optimized structures 

with consistent natural frequencies. The framework uses a neural network trained on a dataset built to 

describe several configurations of a cantilever beam case study. The primary focus is determining the 

optimal dataset size for effective neural network training. The analysis aims to minimize dataset size, 

reducing the time and effort required for data preparation while avoiding overfitting in the neural network. 

A dissimilarity metric based on problem metadata is used to guide parameter tuning. After training, the 

artificial neural network is incorporated into the Bayesian Optimization framework as a surrogate model, 

enabling the new model to rapidly estimate outcomes without running full simulations. This approach 

substitutes traditional topology optimization algorithms, accelerates time-to-market, and is well-suited for 

applications with only minor variations in design conditions. 

 

Keywords: Topology Optimization, Frequency Optimization, Bidirectional Evolutionary Structural 

Optimization (BESO), Artificial Neural Network, Dataset Analysis, Design for Additive Manufacturing. 
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List of acronyms 
TO Topology Optimization NN Neural Network 
CAD Computer-Aided Design BO Bayesian Optimizer 
NURBS Non-Uniform Rational Basis Spline ReLU Rectified Linear Unit 
FE Finite Element MSE Mean Squared Error 
SIMP Solid Isotropic Material Penalization NRMSE Normalized Root Mean Squared 

Error 
ESO Evolutionary Structural Optimization MRE Mean Root Error 
BESO Bi-directional ESO GPR Gaussian Process Regression 
AM Additive Manufacturing APE Absolute Percentage Error 
ML Machine Learning PCA Principal Component Analysis 

1. Introduction 
Topology Optimization (TO) methods are widely utilized in industrial engineering to design lightweight and 

efficient components [1]. These methodologies enable optimized structural designs by considering 

parameters such as applied loads, available design space, and material properties and avoid following pre-

designed shapes. Often, the resulting designs aim to achieve minimal compliance for a given design volume 

fraction. However, accounting for natural frequencies is crucial for components subjected to dynamic loads, 

particularly in aerospace [2] and automotive applications [3]. Consistency between the optimized 

configuration and the actual reassembled geometry in a Computer-Aided Design (CAD) environment is a 

key issue of TO. The challenge has been handled in recent works by merging the Non-Uniform Rational 

Basis Spline (NURBS) curves and surfaces with TO algorithms [4, 5]. This approach contrasts with the Finite 

Element (FE) model, which is employed in the optimization task and provides an "element-wise" 

description of the resultant topology. However, the latter enables the handling of complicated problems 

that are characteristic of the industrial environment; thus, the prospect of approaching TO studies using the 

traditional FE method remains appealing. 

Although stiffness optimization has been extensively studied in the literature [6, 7], research on frequency 

optimization remains relatively limited [8, 9]. This topic is critical for industrial applications involving cyclic 

load environments, such as aerospace and automotive [10]. In these fields, factors like resonance, power 

spectral density, and fatigue are so significant that components often operate under loads far below the 

yielding stress, which would typically be the design constraint. Resonance, caused by external excitation 

frequencies matching or nearing a structure's natural frequency, can lead to significant vibrations, 

deformations or fractures [11]. It is essential to design structures with appropriate natural frequencies that 

maintain a safe margin from operating frequencies to avoid such failures. 

Previous research has shown that the density-based TO algorithms [12] employing the Solid Isotropic 

Material with Penalization (SIMP) scheme [13] for minimizing compliance are inadequate for frequency 

optimization. This limitation arises from developing artificial localized vibration modes in areas of low mass 

[14] and the mode-switching phenomenon [15, 16]. Mode switching happens when, during the 

optimization process, the most critical mode (i.e., that related to the first eigenvalue) can change during the 

optimization. Conversely, studies on Evolutionary Structural Optimization (ESO) and Bi-directional ESO 

(BESO) methods [17] have demonstrated their ability to address localized vibration issues in frequency 

optimization. However, challenges persist with these approaches, particularly in achieving robust solutions 

for frequency-based design. 

To address these shortcomings, Huang et al. proposed a modified SIMP-BESO approach that maintains a 

consistent mass-to-stiffness ratio for solid and void elements [18]. This modification reduces the 
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occurrence of artificial localized modes during frequency optimization. Their work also incorporates a 

sensitivity analysis specific to the target frequency, identifying the relative importance of elemental 

contributions. These sensitivity numbers are then integrated into the BESO method. By employing a 

straightforward BESO update scheme alongside rigorous optimality criteria, their method identifies optimal 

designs that satisfy prescribed volume or weight constraints, enhancing the effectiveness of frequency-

based topology optimization. 

The complex and intricate geometries produced by TO analyses often present significant challenges for 

traditional manufacturing methods, such as chip removal, when creating 3D models [19]. In contrast, these 

geometrically complex designs are well-suited to Additive Manufacturing (AM), which builds structures 

layer by layer through material deposition [20]. AM is celebrated for its design flexibility, enabling the 

production of complex biomimetic shapes [21] with exceptional strength-to-weight ratios [22]. Additionally, 

it offers a shorter transition from design to production and allows for integrating multiple components into 

a single part, reducing the need for bolted connections or weldings and simplifying assembly processes 

[23].  

TO is highly effective for creating optimized designs, particularly when paired with AM [24]. Despite its 

proven benefits, TO methods frequently demand considerable manual intervention to configure and fine-

tune input parameters critical to algorithm performance and convergence [25]. If these parameters are not 

optimally set, TO can occasionally produce unrealistic or impractical results [26]. 

Recent advances in Machine Learning (ML) have shown great promise across various fields, including 

applications in AM [27, 28]. ML methods can potentially replace the costly trial-and-error process of 

manually tuning simulation parameters [29]. While previous studies have used ML for structural 

optimization with a limited set of parameters [30], no research has addressed ML for input parameter 

tuning in BESO frequency optimization. 

Several recent studies have started to use machine‑ learning surrogates to automate the tuning of 

numerical parameters in density or level set‑ based topology optimization [31–34]. None of these 

contributions, however, couples the tuning task with an explicit, quantitative study of dataset orthogonality 

(e.g., correlation heat‑maps, PCA spectra, condition number) and shows how those quality metrics 

propagate to surrogate accuracy and, in turn, to the efficiency of a Bayesian optimizer. 

To the authors' best knowledge, there is a technological gap in using Neural Networks (NNs) for tuning 

input parameters in the topology optimization of 2D structures. This gap is particularly evident in 

approaches emphasizing dataset quality analysis while aiming to reduce simulation times effectively. 

This study introduces a framework that leverages ML to automate the tuning of input parameters such as 

evolutionary rate and mesh dimension for frequency-based topology optimization. The aim is to achieve 

lightweight, optimized designs with consistent natural frequencies. A NN is trained on a repository of 

previously solved problems using a cantilever 2D beam, where input parameters are randomly varied. 

Huang's algorithm [35] has been selected as a reference for building the aforementioned dataset for its 

consistency, accuracy, and ease of implementation. The dataset has been thoroughly analyzed for quality, 

including correlation, dataset asset quality, and condition metrics [36]. This analysis ensures the dataset's 

suitability for training while minimizing overfitting [37]. Additionally, the dataset size has been reduced to 

strike an efficient balance between computational cost and NN performance. 

The NN models the relationship between input parameters and a simulation quality metric (the frequency 

ratio between optimized and initial designs). Once trained, it is integrated into a Bayesian optimization 

framework [38], replacing the traditional BESO method to accelerate the design process. This approach 

reduces the manual effort required to fine-tune simulation parameters while maintaining the natural 

frequency of the target structure. The methodology is particularly suited for industrial applications where 
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structural configurations remain fixed but minor boundary condition variations, such as changes in volume 

fraction, are expected. By enabling the generation of optimal designs with reduced computational time, 

this framework facilitates faster time-to-market for products.  

The paper is organized as follows. Section 2 reviews the foundational optimization problem for frequency, 

introducing the frequency optimization model available in the literature proposed by Huang et al. This tool 

will be used to produce the dataset for the NN. The same section provides an overview of integrating the 

NN and Bayesian Optimizer (BO) developed in this study. Section 3 presents numerical results 

demonstrating the performance of the proposed machine learning method as a substitute for the BESO 

approach, along with an evaluation of the dataset quality used to train the NN. Section 4 offers a discussion 

of the findings detailed in the previous section. Finally, Section 5 concludes the paper with key insights and 

recommendations for future enhancements. 

2. Methodology 
 

The proposed methodology is applied to a generalized 2D cantilever beam measuring 8x1 units in length 

and composed of a hypothetical material with a unit density (1 kg/m3), a Poisson's ratio of 0.3, and an 

elastic modulus of 10⁷ Pa. Users can customize the material properties as needed without compromising 

the accuracy of the approach. The beam is further modified by adding a concentrated mass 𝑚 (in 

kilograms) on the lower edge of the beam at a specific point, defined as a percentage of the beam's total 

length (𝑥𝑚). A schematic representation of the beam is provided in Fig. 1.  

 

 

Fig. 1 Cantilever beam topology optimization problem with a concentrated point mass 

The constraint function 𝑔 for the problem is expressed in Eq. 1, where 𝑉 represents the volume of the solid 

material, 𝑉0 denotes the total volume of the design space and 𝑉𝑓 specifies the imposed volume fraction 

limit. Even if this study deals with 2D geometries, the wording' volume fraction' is used to be consistent 

with some reference studies which deal with 2D problems available in the literature [35] (in 2D studies, the 

volume fraction should be intended as volume fraction per length). 

𝑔 = (
𝑉

𝑉0
) − 𝑉𝑓 

(1) 

The objective of the optimization is to achieve a lighter structure by meeting the target volume fraction 

𝑉𝑓 while maintaining the first natural frequency 𝑓𝑛 of the overall structure as constant as possible. 

To achieve this goal, a skilled user may apply the modified SIMP-BESO method by Huang, described in 

Section 2.1.  

2.1 Evolutionary topological optimization for natural frequencies 
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The dynamic behaviour of a continuous structure is mathematically represented through the principal 

eigenvalue problem, as defined in Eq. 2: 

 

(𝑲 − 𝑓𝑖
2𝑴)𝒖𝑖 = 0 (2) 

 

In this formulation: 

 𝑲 is the global stiffness matrix, 

 𝑴 is the global mass matrix, 

 𝑓𝑖 represents the i-th natural frequency, 

 𝒖𝑖  is the corresponding eigenvector to 𝑓𝑖.  
The relationship between the i-th natural frequency and its associated eigenvector is expressed by the 

Rayleigh quotient (Eq. 3). 

 

𝑓𝑖
2 =

𝒖𝑖
𝑇𝑲𝒖𝑖

𝒖𝑖
𝑇𝑴𝒖𝑖

 
(3) 

 

For the solid-void design, the problem formulation follows in Eq. 4: 

𝐾𝑒𝑒𝑝 𝑐𝑜𝑛𝑠𝑡𝑎𝑛𝑡 𝑓𝑛 

(4) 𝑆𝑢𝑏𝑗𝑒𝑐𝑡 𝑡𝑜: 𝑉𝑓 =∑𝑉𝑖𝑥𝑖

𝑁

𝑖=1

 

𝑥𝑖 = 𝑥𝑚𝑖𝑛 𝑜𝑟 1 
 

A binary value is assigned to the design variable 𝑥𝑖, indicating the density of the i-th element, with 𝑉𝑖 the 

volume of the single element. A void element is assigned a small value (𝑥𝑚𝑖𝑛 = 10
−6) to avoid matrix 

singularities, while a bulk element can be recognized by a unitary value of 𝑥𝑖. 

It is crucial to interpolate the material properties between 𝑥𝑚𝑖𝑛 and 1 using a suitable material 

interpolation scheme to obtain gradient information for the design variable. The widely adopted power-law 

penalization approach in SIMP models is not directly applicable in frequency optimization due to the 

occurrence of artificial localized modes in regions with low material density. Thus, other alternative 

interpolation schemes are proposed in the literature [39]; among them, Huang proposes an alternative 

interpolation method defined in Eq. 5, which ensures that the present model asymptotically converges to 

the original SIMP model as 𝑥𝑚𝑖𝑛 approaches zero. This methodology mitigates the challenges associated 

with low-density regions while preserving the effectiveness of material interpolation in TO. 

 

{

𝜌(𝑥𝑖) = 𝑥𝑖𝜌
1

𝐸(𝑥𝑖) = [
𝑥𝑚𝑖𝑛 − 𝑥𝑚𝑖𝑛

𝑝

1 − 𝑥𝑚𝑖𝑛
𝑝 (1 − 𝑥𝑖

𝑝
) + 𝑥𝑖

𝑝
] 𝐸1   𝑓𝑜𝑟 0 < 𝑥𝑚𝑖𝑛 ≤ 𝑥𝑖 ≤ 1

 (5) 

  
In Eq. 5, 𝜌1 and 𝐸1 express the density and Young's modulus of the solid material.  

The elemental stiffness 𝑲𝑖
1 and mass 𝑴𝑖

1 matrices for solid elements are computed as derivatives from the 

global stiffness and mass matrices with respect to the design variable 𝑥𝑖. Using Eq. 2 and the definitions of 
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𝑲𝑖
1 and 𝑴𝑖

1 and assuming the eigenvector 𝒖𝑖  is normalized by 𝑴, the sensitivity of the i-th frequency 𝑓𝑖 can 

be formulated as shown in Eq. 6. 

 

𝑑𝑓𝑖
𝑑𝑥𝑖

=
1

2𝑓𝑖
𝒖𝑖
𝑇 (
1 − 𝑥𝑚𝑖𝑛

1 − 𝑥𝑚𝑖𝑛
𝑝 𝑝𝑥𝑖

𝑝−1
𝑲𝑖
1 − 𝑓𝑖

2𝑴𝑖
1)𝒖𝑖  

(6) 

 

In the original method by Huang et al., the sensitivity numbers (𝛼𝑖) are used in evolutionary structural 

optimization to rank elements based on their sensitivity and explicitly defined, as illustrated in Eq. 7, if 𝑥𝑚𝑖𝑛 

tends to 0. Huang et al. suggest using 𝑝=3 in the material interpolation scheme, a choice widely supported 

in the literature [40]. This paper adopts the same value for consistency with established practices. 

 

𝛼𝑖 =
1

𝑝

𝑑𝑓𝑖
𝑑𝑥𝑖

=

{
 
 

 
 1

2𝑓𝑖
𝒖𝑖
𝑇 (𝑲𝑖

1 −
𝑓𝑖
2

𝑝
𝑴𝑖
1)𝒖𝑖   𝑓𝑜𝑟 𝑥𝑖 = 1

−
𝑓𝑖
2𝑝
𝒖𝑖
𝑇𝑴𝑖

1𝒖𝑖                𝑓𝑜𝑟  𝑥𝑖 = 𝑥𝑚𝑖𝑛 

 (7) 

 

Lastly, a mesh-independence filter is designed to address issues such as checkerboard patterns and mesh 

dependency in TO problems by averaging the sensitivity numbers, also called nodal sensitivity numbers, of 

an element with those of its neighbouring elements, employing image-processing techniques to smooth 

out the results [41]. The sensitivity numbers are denoted as 𝛼𝑗
𝑛, and they are calculated by averaging the 

sensitivity values of the connected elements. As shown in Eq. 8, these node-based sensitivity values are 

then remapped into the elements using a filtering scheme, using a radius of action defined by 𝑟𝑖𝑗, which 

represents the distance between the center of the i-th element and node 𝑗, being 𝑀 is the total number of 

nodes in the structure, and 𝑤(𝑟𝑖𝑗) a weight factor defined as in Eq. 8. 

 

𝛼𝑖̂ =
∑ 𝑤(𝑟𝑖𝑗)𝛼𝑗

𝑛𝑀
𝑗=1

∑ 𝑤(𝑟𝑖𝑗)
𝑀
𝑗=1

, 𝑤ℎ𝑒𝑟𝑒 𝑤(𝑟𝑖𝑗) = {
𝑟𝑚𝑖𝑛 − 𝑟𝑖𝑗  𝑓𝑜𝑟 𝑟𝑖𝑗 < 𝑟𝑚𝑖𝑛
0                𝑓𝑜𝑟 𝑟𝑖𝑗 ≥ 𝑟𝑚𝑖𝑛

 (8) 

 

The update strategy for the design variables involves transitioning elements with the lowest sensitivity 

values from 1 to 𝑥𝑚𝑖𝑛, while elements with the highest sensitivity values transition from 𝑥𝑚𝑖𝑛 to 1. The 

modified BESO method initially applies to a bulk design domain and progressively reduces the total 

structural volume. An evolutionary rate controls this reduction (𝐸𝑟), which specifies the proportion of 

volume removed relative to the current design volume. Concurrently, the added volume is restricted by a 

maximum addition ratio (𝐴𝑟), indicating the maximum allowable addition as a fraction of the current 

volume. Once the target volume is reached, the design volume is held constant. A good pre-set value is to 

choose 𝐸𝑟 = 𝐴𝑟, according to the benchmark study [35], as will be set in this research. The evolutionary 

process terminates upon achieving convergence, defined as a change in the evaluated natural frequency 

below a specified tolerance (set to 10−3 in this study). 

Huang's method, like BESO, SIMP, and other TO approaches [42, 43], requires substantial manual tuning of 

numerical parameters to ensure effective convergence. Inadequate parameter settings can result in 

suboptimal designs or even nonsensical outcomes. Table 1 presents the tuning parameters used for the 

cantilever beam problem analyzed in this study, along with meta-features describing the design problem 
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and metrics for quantitatively evaluating solution quality. These metrics include the frequency ratio 

between the optimized and initial designs and the simulation runtime. 

 

Input parameter Description Symbol 

Mesh size X  N. of discrete elements along X  𝑚𝑒𝑠ℎ𝑥  

Mesh size Y N. of discrete elements along Y 𝑚𝑒𝑠ℎ𝑦  

Evolution rate Huang's volume decrease rate 𝐸𝑟  

Filter radius The radius of the mesh independence filter of BESO 𝑟𝑖𝑗  

Meta-features   

Final volume fraction Target % of the volume occupied by material 𝑉𝑓 

Point mass position Position of the point mass as % of beam length 𝑥𝑚  

Point mass weight Weight of the point in kg 𝑚 

Outputs   

Simulation metric 
Optimized vs initial design frequency ratio (as close as 

possible to 1) 
Φ =

𝑓𝑛
𝑓𝑛0

 

Simulation running time Time required to achieve convergence of the TO algorithm 𝑡 

Table 1 Tuning parameters for the cantilever beam TO problem, solved with Huang's algorithm 

In this research, an ML-based framework is proposed to optimize the input parameters of the frequency-

based TO algorithm of Huang et al.. This optimization should guarantee the production of lightweight, 

optimized 2D cantilever beam structures. Huang's algorithm has been considered the benchmark for this 

study due to its simplicity of implementation and consistency, even if the switching mode issue is not 

addressed; however, an alternative TO algorithm can be easily implemented to build the dataset similarly 

and replicate the proposed framework.  

To assist designers in selecting the appropriate set of input parameters, this research proposes a robust 

tool that integrates an NN with a BO. This tool suggests suitable parameters and provides an initial estimate 

of the simulation metrics. The Neural Network and Bayesian Optimizer are detailed in the following section. 

The data‑ generation workflow (Fig. 2, steps S1–S3) starts from a 2‑D beam definition and produces a raw 

pool of 3000 simulations. 

2.2 Neural Networks and Bayesian Optimizer 
 

Fine-tuning the input parameters for simulations in TO is a complex and challenging task that has long 

hindered progress in this field. This study focused on developing a methodology to achieve optimal quality 

metrics for TO, a critical goal.  

The overall procedure is depicted in Fig.2, where two distinctive phases are highlighted. The offline phase 

regards all the procedures to create the final dataset (S1-S5), while the online phase is assumed to be the 

phase where the NN surrogate is trained and then used with the BO to get the optimal parameters (S6-S8). 

An NN was trained to approximate the relationships between input parameters and output metrics to 

address the scope of the research. NNs are well-suited for modeling complex, nonlinear functions [44, 45], 

making them ideal for capturing the interactions between input parameters such as 𝑉𝑓, 𝐸𝑟, 𝑟𝑖𝑗, 𝑚𝑒𝑠ℎ𝑥, 
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𝑚𝑒𝑠ℎ𝑦, 𝑥𝑚, and point mass 𝑚, and the resulting quality metric Φ. However, for completiness, it is 

important to highlight that NNs are not the only approaches capable of emulating complex non-linear 

models. Indeed, there are different types of surrogate models (also known as metamodels) are to 

approximate the behaviour of complex systems by fitting data from the original model, thereby reducing 

computational cost while aiming to maintain acceptable accuracy. Various metamodelling techniques co-

exist with the NNs, including Kriging based on Gaussian process modelling [46], methods based on variable 

separation, and methods based on basis functions, such as NURBS [47]. Specifically, NURBS hyper-surfaces 

approximate high-dimensional functions and fit given data points. NURBS entities are well-known for their 

flexibility and ability to represent complex geometries, making them versatile tools for various applications 

beyond geometric modeling [48]. Nonetheless, ANNs are used in this research due to their wide adoption 

in similar studies [30]. 

A key innovation of this approach was integrating a Bayesian Optimizer [49] to identify optimal parameter 

sets. Typically, using BO would require running a simulation for every input configuration, a 

computationally expensive process. Training the NN on input-output data made it possible to predict 

outputs directly from inputs without running full simulations. This method significantly enhanced the 

efficiency of the BO, reducing both time and computational cost. 

 

 

Fig. 2 Flowchart of the overall methodology: the cumbersome trial-and-error process for achieving optimal design with 

BESO is avoided through the use of a neural network and Bayesian optimization 

In essence, training an NN to model the input-output dynamics enabled the effective use of BO in scenarios 

where computational costs would otherwise be prohibitive. This strategy opens new possibilities for TO, 

allowing for the exploration of more extensive and complex parameter spaces with far greater efficiency. 

The proposed methodology leverages deep neural networks to model the complex relationship between 

input parameters and output metrics, ultimately improving TO quality metrics. NNs, known for their ability 

to learn and generalize from complex datasets, are increasingly used for such tasks. The study focused on a 

specific architecture and training strategy to address the challenges unique to TO. 
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The reference database used for hyperparameter tuning comprised 3000 simulations of Huang's algorithm 

with randomly perturbed cantilever-beam configurations. The dataset is then split 70-20-10 % into training, 

validation, and test subsets. 

The NN employed is a feedforward model comprising three layers with 16 neurons each. It takes seven 

input parameters and outputs values of time and metric, with the Rectified Linear Unit (ReLU) activation 

function [50] enabling nonlinear transformations. Because the dataset is low‑ dimensional and tabular, a 

simple feedforward multilayer perceptron was the natural starting point. We performed a coarse‑ to‑ fine 

manual grid search: first varying the number of hidden layers from 1 to 5 and the neurons per layer 

from 8 to 64, then refining around the most promising ranges. Validation‑ set MSE rapidly decreased to 

three hidden layers of roughly sixteen neurons each and levelled off thereafter. This architecture balances 

problem complexity with computational efficiency. Figure 3 represents the NN adopted and its structure. 

 

Fig. 3 ANN model with seven inputs, three hidden layers, and final outputs 

Training was critical to ensure the network captured the data patterns effectively. The model was trained 

over 300 epochs, each representing a full pass through the dataset, allowing iterative refinement of 

weights and biases. The learning rate was tuned across 1 × 10⁻⁴ – 1 × 10⁻². A value of 0.005 converged 

about 25 % faster than the default 0.001, yet remained stable, whereas 0.01 occasionally diverged. The 

Adam optimizer [51], known for adaptive learning rate adjustment, was employed to streamline gradient-

based optimization. The training was conducted in batches of 32 samples, balancing computational 

efficiency and convergence. 

Table 2 summarizes the hyperparameters used to train the NN, which includes architectural and 

optimization parameters carefully tuned for TO applications. Before using data to train the NN, the 

"MinMaxScaler" function was used to scale data in the range [0, 1]. 
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Hyperparameters 

Type of network  Feedforward 

N° of layers 5 (3 hidden layers) 

N° of inputs 7 

N° of hidden neurons  16 

N° of outputs 2 

Activation function ReLu 

N° of epochs 300 

Learning rate 0.005 

Optimizer Adam 

Batch size 32 

Table 2 Hyperparameters and Neural Network characteristics 

The formula is shown in Eq. 9 and 10, where: 

 𝑋 is the input data; 

 𝑋𝑚𝑖𝑛 and 𝑋𝑚𝑎𝑥 represent the minimum and maximum values for each feature (column) in 𝑋; 

 𝑚𝑎𝑥 and 𝑚𝑖𝑛 define the desired range for scaling (in our case, [0, 1]). 

 

𝑋𝑠𝑡𝑑 =
𝑋 − 𝑋𝑚𝑖𝑛

𝑋𝑚𝑎𝑥 − 𝑋𝑚𝑖𝑛
 (9) 

 

𝑋𝑠𝑐𝑎𝑙𝑒𝑑 = 𝑋𝑠𝑡𝑑 ∙ (𝑚𝑎𝑥 −𝑚𝑖𝑛) + 𝑚𝑖𝑛 (10) 
During optimization, the network minimizes the Mean Squared Error (MSE) loss defined in Eq. 11, which is 

chosen for its smooth differentiability and strong penalty on outliers. MSE is tracked on the training (70 %) 

and validation (20 %) folds to monitor convergence and guard against over-fitting. 

𝑀𝑆𝐸 = 
1

𝑛
 ∑(𝑦𝑖 − 𝑦𝑖̂)

2

𝑛

𝑖=1

 
(11) 

In Eq. 11 𝑛 is the total number of data used, 𝑦𝑖  is the 𝑖𝑡ℎ real (or ground truth) value of the data, while 𝑦𝑖̂ is 

the 𝑖𝑡ℎ value predicted by NN. 

After training, predictive accuracy is assessed on an independent test subset (10 % of the data, unseen 

during optimization). In addition to MSE, we compute Normalised Root Mean Squared Error (NRMSE), 

Mean Relative Error (MRE), coefficient of determination (𝑅2), and maximum local error (𝑚𝑎𝑥|𝑒𝑖|) as shown 

in Eq.12. 

 

𝑁𝑅𝑀𝑆𝐸 =  
√𝑀𝑆𝐸

𝑦𝑚𝑎𝑥 − 𝑦𝑚𝑖𝑛
 , 𝑀𝑅𝐸 = 

1

𝑛
∑

𝑦𝑖 − 𝑦𝑖̂
𝑦𝑖

,

𝑖

 𝑅2 =   1 −
∑ (𝑦𝑖 − 𝑦𝑖̂)

2
𝑖

∑ (𝑦𝑖 − 𝑦̅)
2

𝑖
, 𝑚𝑎𝑥|𝑒𝑖|     (12) 
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Bayesian optimization is a probabilistic framework designed for optimizing objective functions that are 

computationally expensive to evaluate. It is particularly well-suited for scenarios where the function lacks a 

closed-form expression, is treated as a black box, and may exhibit noisy evaluations. 

The optimization process in BO begins with constructing a surrogate model that approximates the 

behaviour of the objective function. This surrogate model is typically built using Gaussian Process 

Regression (GPR), a Bayesian machine learning approach capable of providing predictions and associated 

uncertainties. By leveraging the probabilistic nature of GPR, BO dynamically balances exploration (sampling 

areas with high uncertainty) and exploitation (sampling areas predicted to yield optimal values) to 

efficiently navigate the search space. 

An acquisition function is then defined based on the surrogate model, guiding the selection of candidate 

points for evaluation. These points represent locations in the input space where the subsequent function 

evaluations should be performed to improve the optimization process.  

The optimization task can be mathematically formulated as shown in Eq. 13, where 𝑓(𝑥) represents the 

objective function to minimize, subject to the following constraints: 

1. 𝑓 is treated as a black-box function with no explicit analytical form. 

2. Evaluations of 𝑓 are computationally expensive. 

3. Evaluations of 𝑦 = 𝑓(𝑥) may be noisy. 

𝑥∗ = 𝑎𝑟𝑔𝑚𝑖𝑛𝑥𝑓(𝑥) (13) 
In this study, the objective function, 𝑓 is explicitly defined to assess the fitness of optimized parameters. 

The function is represented in Eq. 14, where 𝜙 is a fitness metric that quantifies the model's performance 

under evaluation:  

 

𝑓𝑜𝑏𝑗(Φ) = (|1 −Φ|)
2 (14) 

  
Within BO, the NN surrogate acts as a black-box predictor x ↦  𝜙; the predicted ratio is converted into the 

explicit fitness (Eq.14) that the acquisition function minimizes. 

This optimization identifies parameters that maximize the fitness metric, ensuring its value approaches 1. 

The quadratic formulation of the objective function imposes a strict penalty on deviations from this target 

value, effectively driving the optimization process toward solutions that achieve high model accuracy and 

reliability. 

BO iteratively refines the search for optimal parameters by sequentially updating the surrogate model 

based on observed data, ensuring efficient parameter space exploration even in the presence of noise and 

computational constraints. This methodology is particularly advantageous in cases where function 

evaluation costs prohibit exhaustive search strategies.  

The comparison employed the Absolute Percentage Error (APE) between the surrogate-predicted metric Φ̂ 

and the BESO-computed metric Φ𝐵𝐸𝑆𝑂, as shown in Eq. 15. 

 

𝐴𝑃𝐸 = 100 |
Φ𝐵𝐸𝑆𝑂 − Φ̂

Φ𝐵𝐸𝑆𝑂
| (15) 

 

From previous studies developed by the authors [52], it was possible to select the most extensive set of 

data valid to train the proposed NN, which was fixed to 3000 runs of Huang's algorithm with randomly 
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chosen 2D cantilever beam problems. This research has also used the same maximum size as a starting 

point. However, one of the aims of this paper is to find the optimal size of the dataset useful to train an NN 

capable of adequately tuning input parameters for the TO algorithm. This methodology demonstrates how 

NNs can benefit TO, making it feasible to explore larger parameter spaces with unprecedented precision 

and efficiency. 

 

2.3 Dataset quality analysis metrics 
 

Evaluating the quality and orthogonality of a dataset used to train an NN involves assessing its ability to 

represent the problem effectively and support learning. Different metrics are used to evaluate the 

orthogonality and thus the dataset quality [53], such as: 

 Pairwise correlation to check correlations among input features to avoid redundancy; 

 Principal Component Analysis (PCA) to transform the dataset into a set of linearly independent 
(orthogonal) principal components to check if it is dominated by a few principal components, 
indicating that some features are redundant or highly correlated; 

 Visual asset dataset input distribution analysis to ensure that the input space covers a wide range of 
possible scenarios and that the data distribution is balanced; 

 Objective value distribution analysis to ensure that the dataset includes examples where the 
algorithm successfully found reasonable solutions, as well as challenging cases where it failed or 
converged poorly to help the neural network generalize; 

 Condition number 𝜅 (the ratio of the largest to smallest singular values) helps to highlight 
multicollinearity (lack of independence) in the case of large values [54]. 

Checking the orthogonality of a dataset used to train an NN refers to evaluating whether the input features 

are linearly independent or exhibit high redundancy or correlation. In the context of ML, orthogonality 

often relates to feature independence and feature space quality.  

The screening applied to each candidate dataset—pairwise-correlation matrix, PCA variance spectrum, 

distribution plots, and the condition number κ—has a dual purpose. 

First, it guarantees that the seven input features are as orthogonal as possible, limiting redundancy and 

keeping the numerical problem well-conditioned. Although every candidate set yields κ < 10 (the usual 

multicollinearity alarm level), we monitor how κ evolves as the sample size is reduced. A modest rise (≈ 4.0 

→ 4.1 when moving from 3000 to 500 samples) is acceptable; a sharper uptick signals that the network 

capacity is no longer fully supported by the data, and over-fitting is likely. In practice, in this study, we 

adopt the smallest dataset whose κ still sits on the "flat" portion of the curve, 500 samples. 

Second, a well-conditioned dataset feeds directly into model accuracy: it lowers the variance of the NN 

predictions and produces tighter uncertainty bands. Because Bayesian Optimisation relies on both the 

predicted mean and its uncertainty to steer the search, a sharp surrogate accelerates convergence and 

improves reliability, whereas an over-fitted surrogate inflates uncertainty and can misguide the optimizer. 

3. Results 
The largest dataset for training the Neural Network was generated using 3,000 distinct runs of Huang's 

algorithm implemented in MATLAB. The dataset was created on a workstation equipped with an i9-14900F 

CPU @2.0 GHz and 96 GB of RAM, requiring a total elapsed time of 40.8 hours. Input parameters were 

varied randomly to simulate different cantilever beam configurations, with meta-feature values sampled 

within the ranges specified in Table 3. These intervals were determined based on reference values from the 

literature tailored to Huang's algorithm [35] for this study. 
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Symbol Interval for dataset creation 

𝑚𝑒𝑠ℎ𝑥  [112, 320]  

𝑚𝑒𝑠ℎ𝑦  
1

8
𝑚𝑒𝑠ℎ𝑥  

𝐸𝑟  [1, 4]/100 

𝑟𝑖𝑗  5 ∙
𝑑𝑖𝑚𝑒𝑛𝑠𝑖𝑜𝑛 𝑏𝑒𝑎𝑚 𝑖𝑛 𝑋

𝑚𝑒𝑠ℎ𝑥
 

𝑉𝑓 [0.4, 0.9] 

𝑥𝑚  [0, 1] 

𝑚 [0, 1000] 

Φ [0, 1] 

𝑡 ]0, +∞[ 

Table 3 Interval of values used for the tuning parameters for the cantilever beam TO problem, solved with Huang's algorithm to 

build the dataset  

The 3000-point dataset, saved as a .csv file, has been analyzed using the tools mentioned before and 

iteratively reduced in length to find the optimal trade-off between good dataset quality and minimal 

computational time to build it. The initial dataset is described as a 3000x9 matrix, where each column 

represents the values of the seven inputs of the NN and both the simulation time and metric Φ. 

The dataset has been iteratively reduced in length by neglecting the last 𝑛 rows, and the analysis repeated. 

The tested lengths are 3000, 2000, 1000, 500, and 250 data. Only the graphs related to the 3000 dataset 

are reported in the following for the sake of brevity, but a similar analysis has been applied for each tested 

size. 

Before applying the analysis tools, the dataset was normalized because, without normalization, features 

with larger magnitudes can dominate measures like covariance, correlation, and PCA, leading to biased 

results. Thus, a min-max scaling (Eq. 9) has been applied to scale the features to a range of [0, 1], useful for 

datasets where relative magnitudes are important. 

Fig. 4 shows the pairwise correlation matrix to check for correlations and dependencies between the 

inputs. Due to the dependencies of 𝑟𝑖𝑗 and 𝑚𝑒𝑠ℎ𝑦 to 𝑚𝑒𝑠ℎ𝑥, the correlation matrix shows values close to 1 

and -1, as expected, while the other values reflect an absence of dependency between inputs. Similar 

results are obtained for all the smaller datasets. 
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Fig. 4 Pairwise heat map of the correlation matrix between the inputs for the 3000-data: values close to 0 indicate independence 

(orthogonality). Values close to 1 or -1 indicate strong linear dependencies 

The PCA analysis in Fig. 5 shows the variance distribution of the principal components. The dependent 

input variables 𝑟𝑖𝑗 and 𝑚𝑒𝑠ℎ𝑦 are neglected because they are known dependent variables. This analysis 

indicates that none of the other inputs are redundant or highly correlated for all the dataset dimensions, as 

the important information in the dataset can be captured by just the first four main components. 

Considered together, the four parameters 𝑉𝑓 , 𝐸𝑟, 𝑚𝑒𝑠ℎ𝑥 and 𝑥𝑚 account for more than 98% of all the 

differences found in the data, which means the dataset is highly structured and can be described using 

fewer dimensions without losing much detail. 

 

Fig. 5 PCA analysis on the 3000-data: all the principal components explain most of the variance with the same magnitude of principal 

component variances; such a result demonstrates that none of the inputs is redundant or highly correlated. 
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Moreover, the distribution inside the dataset of each input has been visually checked (Fig. 6) to look for 

skewness, imbalance, or anomalies in feature distributions, but the plots show a balanced spreading of the 

inputs for all five tested datasets.  

 

Fig. 6 Input distribution inside the intervals reported in Table 3 for the 3000-data: no imbalance or anomaly is visible in the built 

dataset 

As a last visual check, the analysis of how the input features influence the simulation metric has been 

plotted for each dataset. For example, Fig. 7 reports the output behaviour of the 3000-length dataset: no 

clear trend can be depicted to indicate meaningful relationships between inputs and outputs, denoting that 

no bias or strong dependency is present inside the dataset for all the input variables, excluded 𝑥𝑚.  

 

Fig. 7 Output distribution when the input parameters are varied inside their intervals for the 3000-data: no imbalance or anomaly is 

visible in the built dataset. In this figure, the input and metric values are not normalized to improve the readability of the plots. 
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Further analysis demonstrates a negative correlation for the mass position variable, as visible in Fig. 8, 

while it confirms that no strong correlation exists between the remaining set of inputs and the output 

metric. Regarding the mass position, as 𝑥𝑚. increases from 0 to 1, the Metric tends to decrease. Moreover, 

the spread of the points is larger for smaller 𝑥𝑚, and becomes tighter and lower as 𝑥𝑚 approaches 1. 

A similar result is also applied to the other dataset dimensions. 

 

Fig. 8 Pearson correlation between each input feature and the output metric shown in a bar plot 

The last parameter checked for the dataset analysis is the condition number 𝜅 to highlight a possible lack of 

independence between inputs and output. Empirical rules suggest that 𝜅<10 means no significant 

multicollinearity, 10≤𝜅<30 suggests moderate multicollinearity, and 𝜅>1000 means severe multicollinearity 

[55]. Table 4 collects all the computed condition numbers for the different dataset sizes and the 

computational time required to build them. From the last two rows of Table 4, it is possible to highlight a 

sudden increase in the condition number. Indeed, initial % difference fluctuations remain within the ±1.1% 

range, while for the 250-size database, a 4.58% difference represents an 8× larger value than the previous 

highest increase (0.57%) and 4.2× larger than the average absolute change (~1.1%) of other steps. The 

trend is confirmed with an additional halving by testing a 125-size database. The conditioning number 

deviation shows an accelerating growth, meaning that the dataset length with 250 data becomes the 

lowest bound of the dataset length, and no further shortening is necessary. 

 

Dataset size Condition number 𝜅 
𝜅 % difference w.r. previous 

value 
Dataset running time [hours] 

3000 4.0351 / 40.87 

2000 4.0788 1.08% 28.39 

1000 4.0391 -0.97% 14.09 

500 4.0623 0.57% 7.02 

250 4.2483 4.58% 3.65 

125 4.4685 5.18% 1.88 
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Table 4 The condition number and the required time to build the different sizes of tested datasets 

 

Once the lower bound of the dataset length has been found, these data are used to train and test the NN & 

BO to substitute Huang's algorithm and speed up the frequency optimization of the cantilever beams. 

The NN is trained by minimizing MSE; MSE is monitored on the 70 % training folds and on the 20 % 

validation folds to watch for over-fitting. 

Using four complementary statistics, predictive skill is quantified on an independent test subset (10 % of 

the data, never seen during training or validation). For the sake of brevity, the quantitative results reported 

in this section refer to the surrogate trained on the complete 3000-sample database: 

 NRMSE = 0.2446; 

 MRE = 3.6636 

 𝑅2 = 0.6145; 

 𝑚𝑎𝑥|𝑒𝑖| = 0.9040. 
However, in case of insufficient training data, overfitting may occur. This phenomenon is common in NN 

training, where a model performs very well on the training data but fails to generalize to unseen or test 

data. This issue happens when the network learns not only the underlying patterns in the training data but 

also the noise, outliers, and random fluctuations, leading to overly complex models that do not represent 

the actual data distribution [56]. Due to a conspicuous shortening of the dataset, the overfitting check has 

been included on the tested lengths to avoid this undesirable effect. 

In particular, the comparison of the MSE in the train and test phase of the NN design has been used to 

detect the overfitting of the NN during the shortening of the dataset. For each length of the tested dataset, 

five runs of the training and testing phase of the NN have been executed to mitigate eventual outliers. The 

MSE % deviation was computed for each run, and the mean % error was calculated for each dataset size. 

Table 5 collects all the data. 

 

  3000 2000 1000 500 250 

Run #1 

Train 0,0026 0,0054 0,0039 0,0021 0,0019 

Test 0,0024 0,0046 0,0038 0,0019 0,0028 

% Error 7,6923 14,8148 2,5641 9,5238 47,3684 

Run #2 

Train 0,0037 0,0027 0,0031 0,0026 0,0021 

Test 0,0028 0,0025 0,0018 0,0039 0,0017 

% Error 24,3243 7,4074 41,9355 50,0000 19,0476 

Run #3 

Train 0,0026 0,0035 0,0030 0,0031 0,0027 

Test 0,0027 0,0036 0,0022 0,0030 0,0091 

% Error 3,8462 2,8571 26,6667 3,2258 237,0370 

Run #4 

Train 0,0035 0,0027 0,0030 0,0037 0,0050 

Test 0,0033 0,0035 0,0026 0,0020 0,0010 

% Error 5,7143 29,6296 13,3333 45,9459 80,0000 

Run #5 

Train 0,0024 0,0047 0,0034 0,0066 0,0021 

Test 0,0023 0,0060 0,0030 0,0073 0,0218 

% Error 4,1667 27,6596 11,7647 10,6061 938,0952 

Mean % error  9,1487 16,4737 19,2529 23,8603 264,3097 

STD % error  8,6191 11,9223 15,3223 22,2376 385,9786 

Table 5 For each length of the tested dataset, five runs have been used to access the MSE deviation between the train and test 

data; the mean % error is used to check the overfitting of the Neural Network training 
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A closer look at the last two rows of Table 5—mean % error and std % error calculated over five 

independent random seeds—confirms the expected error-growth pattern as the training set shrinks. Both 

indicators rise monotonically from 3000, 2000, 1000, and 500 samples and then explode when the size is 

halved again to 250 samples (mean = 264 %, std = 386 %), a clear symptom of overfitting. The apparently 

large deviations observed in a few individual runs (e.g., Runs 2 & 4 for the 500-sample model and Runs 2 & 

3 for the 1000-sample model) stem from the stochastic nature of training: different initial weights and 

batch orders can occasionally steer the optimizer into poorer local minima. These outliers are nevertheless 

captured in the standard deviation column. Hence, while isolated spikes are inevitable, the aggregate 

statistics show a smooth, interpretable trend that justifies selecting the 500-sample database as the 

practical lower bound and highlights the overfitting risk below this threshold. 

To better understand the results of Table 5, Fig. 9 highlights the sharp increase in MSE for the smallest 

dataset. 

 

 

Fig. 9 Comparison of MSE results for the different datasets trained on five runs. The figure depicts the results reported in Table 5. 

There is an apparent "explosion" in terms of MSE for the dataset composed of 250 samples, highlighting a clear symptom of overfitting. 

3.2 Topology Optimization of Cantilever Beam 
After training the NN with the four remaining datasets (3000, 2000, 1000, and 500 data), the model was 

coupled with the BO for the final tests to assess the capability of replacing Huang's method to accelerate 

the frequency optimization of cantilever beams. Eleven randomly selected meta-feature configurations 

were tested to evaluate the BO's effectiveness. Each design problem has been solved with the NN&BO 

method, trained on different dataset sizes. The BO consistently provided a set of input parameters and the 

metric function within a fixed runtime of 11 seconds. The results obtained from the BO were then 

compared to those of Huang's approach: the suggested input parameters were applied to the eleven design 

problems, and both the metric and runtime were assessed using Huang's algorithm. 

Table 6 presents all the data of the eleven randomly chosen cantilever beam configurations. In particular, 

the 𝑉𝑓, 𝑥𝑚 and 𝑚 metafeatures are randomly chosen inside the investigated intervals. For each simulation, 

the values of the other input parameters (𝐸𝑟 , 𝑟𝑖𝑗, 𝑚𝑒𝑠ℎ𝑥, 𝑚𝑒𝑠ℎ𝑦) are suggested by the BO&NN approach 

for further checks with the benchmark BESO model and an estimation of the metric value. Table 6 includes 

the percentage error with sign in the BO's metric compared to the traditional TO approach and the 
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differences in simulation time. This way, the reader can understand the under and over-estimation 

directions of the proposed approach. In particular, the BO-NN approach with 3000 and 2000-length 

datasets mainly tends to overestimate the fitness function with limited error. Once the dataset is reduced 

to 1000 and 500 data, this tendency is lacking, and under-estimation is visible in several runs, still with 

limited magnitude. In this research, it is assumed that for the initial conceptual design phase, a 15% fitness 

deviation is acceptable; indeed, at this stage, the designer explores all the possible structural configurations 

to find the optimal one. Once the user selects the optimal design using the NN&BO data-driven 

deterministic model, more precise numerical tools (i.e., Finite Element Analyses) should be used to assess 

the performance of the structural component with high accuracy. 
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Table 6 Eleven designs were used to test the NN & BO method; the % error on the metric function between Huang's algorithm and 

BO is evaluated, and the running time of each simulation is compared. 

Dataset 
dim 

# 𝑽𝒇 𝑬𝒓 𝒓𝒊𝒋 𝒎𝒆𝒔𝒉𝒙 𝒎𝒆𝒔𝒉𝒚 𝒙𝒎 𝒎 𝚽𝑵𝑵−𝑩𝑶 𝚽𝑩𝑬𝑺𝑶 Err [%] 𝒕𝑩𝑬𝑺𝑶 𝚫𝑻[%] 

3000 

1 

0,5 0,010 0,153 261 33 0,5 400 1,101 1,013 +8,687 300,81 -96,343 

2000 0,5 0,032 0,125 319 40 0,5 400 1,154 1,010 +14,257 178,5 -93,838 

1000 0,5 0,010 0,187 214 27 0,5 400 1,027 1,014 +1,282 88,52 -87,573 

500 0,5 0,010 0,125 320 40 0,5 400 0,990 1,013 -2,270 712,05 -98,455 

3000 

2 

0,9 0,010 0,125 320 40 0,8 500 1,083 1,001 +8,192 147,77 -92,556 

2000 0,9 0,031 0,148 271 34 0,8 500 1,119 1,001 +11,788 51,19 -78,511 

1000 0,9 0,010 0,385 104 13 0,8 500 0,928 1,001 -7,293 14,53 -24,295 

500 0,9 0,040 0,159 251 31 0,8 500 1,040 1,001 +3,896 31,08 -64,607 

3000 

3 

0,65 0,010 0,131 307 38 0,5 900 1,098 1,006 +9,145 334,91 -96,716 

2000 0,65 0,024 0,200 200 25 0,5 900 1,114 1,005 +10,846 59,2 -81,419 

1000 0,65 0,010 0,381 105 13 0,5 900 0,922 1,006 -8,350 16,12 -31,762 

500 0,65 0,040 0,165 243 30 0,5 900 1,012 1,005 +0,697 27,31 -59,722 

3000 

4 

0,75 0,010 0,125 320 40 0,7 200 1,121 1,088 +3,033 355,2 -96,903 

2000 0,75 0,010 0,126 318 40 0,7 200 1,168 1,009 +15,758 228,97 -95,196 

1000 0,75 0,010 0,357 112 14 0,7 200 0,939 1,009 -6,938 32,81 -66,474 

500 0,75 0,040 0,187 214 27 0,7 200 1,001 1,009 -0,793 18,38 -40,152 

3000 

5 

0,82 0,010 0,125 320 40 0,9 327 1,059 0,996 +6,325 253,05 -95,653 

2000 0,82 0,030 0,144 278 35 0,9 327 1,094 0,996 +9,839 57,47 -80,860 

1000 0,82 0,010 0,381 105 13 0,9 327 0,900 0,990 -9,091 24,84 -55,717 

500 0,82 0,040 0,180 222 28 0,9 327 0,998 0,996 +0,201 20,16 -45,437 

3000 

6 

0,62 0,010 0,385 104 13 0,1 180 1,783 1,661 +7,345 14,23 -22,699 

2000 0,62 0,010 0,125 320 40 0,1 180 1,327 1,562 -15,045 582,25 -98,111 

1000 0,62 0,010 0,320 125 16 0,1 180 1,503 1,595 -5,768 64,78 -83,019 

500 0,62 0,010 0,264 153 19 0,1 180 2,230 1,624 +37,315 18,86 -41,676 

3000 

7 

0,53 0,034 0,127 314 39 0,6 675 1,043 0,985 +5,856 168,64 -93,477 

2000 0,53 0,032 0,125 320 40 0,6 675 1,076 0,986 +9,150 256,46 -95,711 

1000 0,53 0,040 0,126 317 40 0,6 675 0,921 0,988 -6,781 133,27 -91,746 

500 0,53 0,010 0,125 320 40 0,6 675 0,965 0,985 -2,030 623,72 -98,236 

3000 

8 

0,71 0,010 0,125 320 40 0,1 999 1,211 1,045 +15,885 414,13 -97,344 

2000 0,71 0,011 0,364 110 14 0,1 999 1,170 1,056 +10,795 16,32 -32,598 

1000 0,71 0,010 0,125 320 40 0,1 999 1,213 1,045 +16,077 414,13 -97,344 

500 0,71 0,011 0,248 161 20 0,1 999 1,116 1,051 +6,185 14,97 -26,520 

3000 

9 

0,58 0,020 0,137 293 37 0,7 429 1,037 0,973 +6,578 179,98 -93,888 

2000 0,58 0,030 0,125 320 40 0,7 429 1,072 0,980 +9,388 198,17 -94,449 

1000 0,58 0,040 0,125 320 40 0,7 429 0,907 0,971 -6,591 175,18 -93,721 

500 0,58 0,040 0,211 190 24 0,7 429 0,947 0,958 -1,148 14 -21,429 

3000 

10 

0,86 0,010 0,125 320 40 0,2 29 1,447 1,280 +13,047 280,41 -96,077 

2000 0,86 0,015 0,126 317 40 0,2 29 1,261 1,281 -1,561 157,97 -93,037 

1000 0,86 0,010 0,125 320 40 0,2 29 1,184 1,280 -7,500 280,41 -96,077 

500 0,86 0,040 0,328 122 15 0,2 29 1,619 1,268 +27,681 21,75 -49,425 

3000 

11 

0,64 0,019 0,125 320 40 0,5 862 1,115 1,006 +10,835 305,46 -96,399 

2000 0,64 0,026 0,198 202 25 0,5 862 1,112 1,006 +10,537 17,19 -36,009 

1000 0,64 0,029 0,125 319 40 0,5 862 0,927 1,006 -7,853 109,48 -89,953 

500 0,64 0,040 0,164 244 31 0,5 862 1,006 1,005 +0,100 29,56 -62,788 
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Thus, assuming a 15% deviation as the maximum threshold in consistency with the previous 

study [52], Fig. 10 shows that the mean absolute % error for the NN&BO metric, compared 

to the actual metric evaluated through Huang's algorithm, shows satisfactory values. For 

three of the four tested sizes of the dataset, the mean % error is below the threshold value. 

However, the 500-length dataset has a higher dispersion of error values, as visible by the 

highest standard deviation rate, and from runs # 6 and 10, with a metric error higher than 

25%. 

 

Fig. 10 Metric error % when comparing the NN & BO approach with Huang's algorithm computed for each run for each dataset size; 

the last two sets of data represent the mean and standard deviation among the different runs. 

Lastly, Fig. 11 shows three randomly chosen optimized cantilever beams after the TO using the input 

parameters tuned by the NN&BO framework.  

 

Fig. 11 Comparison of the optimized cantilever beam structure of three different configurations 
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One of the main limitations of the proposed approach is its application to 2D benchmark problems; 

however, the user can easily modify the boundary conditions applied to the 2D beam and apply to similar 

case studies the proposed methodology to tune and create a surrogate model for structure optimization. 

The extension of the methodology to 3D topology optimization will be investigated in future research based 

on the approach developed in this study. 

4. Discussion of the results 
The results in the previous section demonstrate that when many configurations should be tested and 

structurally optimized in the preliminary design stages, the NN&BO framework can provide consistent 

results if compared to Huang's algorithm but with a speedup of the numerical simulations. This result is 

obtained while keeping the same dynamic response of components. The proposed method can fine-tune 

the input parameters for Huang's algorithm and provide a satisfactory estimation of the metric function. 

The estimation process is possible thanks to an NN trained on a large dataset of similar problems. However, 

accessing the correct dimension of the required data is not straightforward. This study demonstrates that it 

is possible to find the optimal dataset size by analyzing its condition number, which is the best factor that 

expresses the dataset's quality compared to the other tested tools in this manuscript. Among the tested 

sizes of 3000, 2000, 1000, 500, and 250 data, the results demonstrate that 500 data are sufficient to 

describe the design space entirely for the case study (Table 4). Indeed, the 250-size and 125-size datasets 

show a 𝜅 % difference increase; thus, an additional halving may lead to potential numerical instability 

during training, as it suggests that some features are linearly dependent or nearly so. 

The analysis of the dataset demonstrates that the input and output variables for the TO in frequency have 

been correctly chosen and do not present strong correlations apart from 𝑟𝑖𝑗 and 𝑚𝑒𝑠ℎ𝑦 which has a known 

dependency to 𝑚𝑒𝑠ℎ𝑥 (Fig. 6). Moreover, the simulation metric output does not show biases due to input 

parameters. There is just a faint dependency of the metric with 𝑟𝑖𝑗: generally, small values of the filter 

radius positively influence Φ with a higher tendency of being close to the optimal unitary value (Fig. 8). 

Furthermore, analyzing the depth the input-output correlation, as 𝑥𝑚 (the relative position of an added 

mass along the beam) increases—from the fixed end (0) to the free end (1)—the metric tends to decrease 

and stabilize to the optimal value of 1. When the added mass is closer to the free end, it has a larger impact 

on the natural frequency, and the BESO algorithm must retain more material in critical regions to keep 

constant the natural frequency. However, when the added mass is far from the fixed end, this constraint 

becomes harder to satisfy with a low volume fraction, leading to a compromise: the optimizer allows a non-

optimal fitness value (𝑚𝑒𝑡𝑟𝑖𝑐 ≠ 1) in order to reduce mass. The tighter spread near 𝑥𝑚 = 1 suggests more 

predictable performance in those configurations. Conversely, the larger variance near the fixed end may 

reflect more design flexibility when the mass affects the system less significantly. 

Another important result of this research comes from the overfitting study. In particular, the overfitting 

phenomenon during the training and test phases of the NN is a critical and limiting factor in the correct 

quantity of data required by the NN to estimate the output accurately, and the dataset cannot be reduced 

tremendously. From this research, it has been found that the lower bound of the dataset size is again 500 

data, which coincides with the condition number analysis (Table 4). 

Regarding the results that come from the TO of cantilever beam analysis, it is possible to say that the 

proposed NN&BO framework is a valid substitute for Huang's algorithm with a reasonable estimation of the 

objective metric (the frequency ratio). Indeed, the mean absolute deviation is about 10% for all the tested 

sizes of the dataset, with a substantial temporal saving from 55% up to 88%, respectively, from 500 to 3000 

data used. The signed error deviation tends to show a slight overestimation when using larger datasets, 

while for smaller datasets, some runs also exhibit underestimation, still generally within the 15% range. 
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Moreover, across 11 runs, only two design configurations exhibited deviations exceeding 15% (Fig. 8), 

which is a promising outcome.  These two designs are characterized by an added mass position close to the 

fixed end, and input-output correlation analysis showed that for values of 𝑥𝑚 close to 0, a high metric value 

spread is noted. One configuration showed a 37% deviation (500-size dataset); however, Huang's method 

produced a metric value far from the optimal design (Φ∼1), yielding a value of 1.6 among the different 

tested datasets. In contrast, the BO approach closely approximated the high metric value achievable with 

the recommended input parameters. These results support the aim of this research and significantly 

streamline the iterative tuning process, eliminating the need for labour-intensive manual adjustments of 

input parameters while optimizing the target structure, thereby accelerating the time-to-market for specific 

products. 

The last important result emerges from the estimation of the mean and standard deviation of the metric % 

error (Fig. 10). It is possible to say that the best trade-off between accurate metric estimation, high dataset 

quality and minimal simulation time to build the dataset can be achieved with 500 data, among the sizes 

tested in this research. This way, from the starting size of 3000 runs of Huang's algorithm, an 82.9% time 

saving can be achieved, lowering the total time needed to build the dataset from more than 40 hours to 

just 7 hours without compromising the method's accuracy. The methodology developed and described in 

this paper can be applied to any structure, and its extension to 3D problems is also possible. The extension 

of the methodology to 3D topology optimization will be investigated in future research. 

The following possible limitations, however, affect the suggested approach:  

 only one particular mechanical problem (cantilever beam) has been tested as part of the preliminary 
research;  

 NNs are probabilistic; therefore, the estimated simulation metrics do not correspond to the actual 
ones. 

Nonetheless, the findings show that a favourable forecast can be made during the initial design phases in 

the frequency TO industrial contexts. 

5. Conclusions and future developments 
Even for structures subjected to dynamic loads, topology optimization has significant potential for 

developing efficient mechanical components and systems. However, these methods frequently need plenty 

of human adjustments, particularly when changing parameters that affect the convergence and behaviour 

of the algorithm. In order to overcome this challenge, the study suggests a Bayesian optimizer based on a 

Neural Network framework as a surrogate model that advises users to adjust parameters in a well-

consolidated approach available in the literature, widely adopted in the TO frequency context, avoiding the 

costly trial-and-error procedure involved in manual adjustments.  

The dataset used to train the NN was thoroughly investigated for quality and dimension using metrics such 

as PCA and conditioning number. Results showed that the condition number, aligned with the study of the 

overfitting phenomenon, determined the minimum dataset size for reliable model performance. For this 

study, the dataset length was set to 500 data points. Furthermore, constructing this dataset resulted in an 

83% time saving compared to larger datasets used in the previous study, highlighting the efficiency of the 

proposed approach. 

The proposed approach has two primary phases that incorporate NN and BO. An NN is first trained using 

the dataset that contains input parameters, meta-features, and the simulation metric from related 

structural problems as part of the learning process. The second phase involves structural optimization, 

which returns an estimated simulation metric by fine-tuning the input parameters using a Bayesian 

optimizer. The findings show that the NN-BO framework may be regarded as a legitimate alternative to the 

approach available in the literature in the early phases of design when several configurations need to be 
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tried. The new method allows for a time reduction of over 55% with a 15% error limit, regardless of the 

examined meta-features. 

Nevertheless, the approach has some limitations: NNs are probabilistic and do not always provide the same 

outcomes. Furthermore, a more thorough investigation employing more generative NNs that directly deal 

with b/w matrices that describe the mass distribution might enhance this study. Instead of only suggesting 

tuning parameters and estimating the optimized frequency, this method would use the same input data as 

the present study to provide outputs that reflect the new structure's outcomes. 

 

Data availability. The authors declare that the data supporting the findings of this study are available 

within the paper. 

 

Compending interests. The authors declare that they have no competing interests.  

 

Replication of the results. All the information required to replicate the results found in Section 3 is fully 

disclosed in this paper. The same results will be obtained by implementing the methodology presented 

here. The algorithms discussed in this paper are implemented in Matlab by the authors and can be shared 

by contacting the corresponding author. 
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